SOLDER SUFFIX | CUSTOMER TERMINAL | RoHS | LEAD(Pb)—FREE
Sn63%, Pb37% No No
LF1 Sn96%, Ag4% Yes Yes
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ELECTRICAL SPECIFICATIONS @ 25°C unless otherwise ted:

D.C.RESISTANCE (@20°C): 1-4, 450 ohms +107%.

2-5, 4.50 ohms =+10%.

DIELECTRIC RATING: 850VDC for 1 second between 1-2.

INDUCTANCE:

MAX. D.C. LINE CURRENT: 80mADC, 1-5(tie 2+4).

TURNS RATIO: (1-4):(2-5) = 1:1, +1%.

INTERWINDING CAPACITANCE: 1150pF max., 10kHz, 1.0VAC, 1-2, Cs.
RESONANT FREQUENCY: 220kHz min.(530kHz typ.), 1-4; 2-5.

OPERATING TEMPERATURE RANGE: 0°C to +70°C.

DETAILS SUBJECT TO CHANGE

6.0mH +15%, 10kHz, 1.0VAC, 0/160mADC, 1-4, Ls.
6.0mH +15%, 10kHz, 1.0VAC, 0/160mADC, 2-5, Ls.

Match within 1%
(measured with No DC Case)
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millimeters.




