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ELECTRICAL SPECIFICATIONS ®& 25°C unless otherwise noted:

IMPEDANCE:
LONGITUDINAL BALANCE:
D.C. RESISTANCE (@20°C):
FREQUENCY RESPONSE:
INSERTION LOSS:
DIELECTRIC RATING:

INDUCTANCE:

LEAKAGE INDUCTANCE:
RETURN LOSS:

TURNS RATIO:
INTERWINDING CAPACITANCE:

OPERATING TEMPERATURE RANGE:

Designed to reflect 100 ohms on the PRI with 100 ohm load on SEC.
35dB min., to 1.544MHz.
1-3, 1.0 ohms max. 4-6, 1.0 ohms max.
+0.1dB, 100k - 1.544MHz vs. 100 ohms.

0.2dB max., 772kHz.

1000VAC, 1 minute tested by applying 1250VAC for 1 second between:
PRI-SEC; PRI-core. Meets or exceeds requirements of: CAN/CSA—C22.2
No.225 (M90); DOC’s CS-03 (Issue 7); UL's UL1459, 2nd Ed. (1992);
and FCC’s Part 68 (58 FR 44907, Aug. 25, 1993).

700uH min., 10kHz, 500mVAC, Ls, from —-40 to +85°C.
1.5uH max., 10kHz, 100mVAC, 1-3(tie 4+6), Ls.

18dB min., 100kHz — 2MHz vs. 100 ohms.

(1-3):(6-4) = 1:1, £1%.

15pF max., 10kHz, 500mVAC, 1-6, Cs.

-40°C to +85°C.

MEETS ISDN-PRI RATE G.703 RETURN LOSS REQUIREMENTS.

Midcom, Inc.

Watertown, SD USA
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This drawing is dual dimensioned.
Dimensions in brackets are in
millimeters.
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